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AD AD

Aeroporto di VERONA/Villafranca: lavori di riqualifica
delle infrastrutture di volo

VERONA/Villafranca airport: flight infrastructure
refurbishing works

1) A far data dal 18/03/2019 fino al 18/05/2019 EST,
avranno luogo i lavori di riqualifica delle infrastrutture di
volo per la realizzazione della nuova TURN PAD RWY04 e
della nuova RESA 22 che saranno articolati in 6 fasi, la cui
attivazione sarà effettuata tramite apposito NOTAM.

1) From next 18/03/2019 until 18/05/2019 EST, works for
the refurbishing of flight infrastructures a n d  f o r  t h e
n e w  TURN PAD RWY04 a n d  t h e  n e w  R E S A 2 2  will
take place. The works will be divided into 6  phases that
will be announced by relevant NOTAM.

2) I lavori saranno eseguiti soprattutto in prossimità della
THR RWY04 e della THR RWY22, di conseguenza la pista
04/22 non sarà operativa in orario notturno dalle 00.00
alle 06.00 LMT.

2) Works will take place near THR RWY04 and near THR
RWY22, consequently R W Y 0 4 / 2 2  will never be used
by night from 00.00 to 06.00 LMT.

3) Con il presente Supplemento vengono pubblicate una serie
di carte divise nelle 6 fasi di lavoro. In ciascuna carta sono
citate le limitazioni operative relative alla fase dei lavori, di
cui si propone di seguito un riassunto.

3) With the present Supplement a number of charts, divided
in the 6 working phases, are published. The operative
limitations proper of each phase are mentioned in the
pertaining  chart, and are hereafter summarised.

FASE 1 PHASE 1 

a) Limitazioni operative RWY 04/22: a) Operative limitations RWY 04/22:

- pista strumentale non di precisione - non precision instrument RWY

- pista chiusa dalle 00.00 alle 06.00 LMT - RWY closed from 00.00 to 06.00 LMT

- riduzione della STRIP - reduction of STRIP  

- riduzione della CWY RWY 22 - reduction of CWY RWY 22  

- nuova posizione THR RWY 04  - new position THR RWY 04   

- distanze dichiarate temporanee per RWY 04/22
e per le INT TAKE OFF

- temporary declared distances for RWY 04/22
and for INT TAKE OFF positions

b) Limitazioni operative delle TWY e delle Apron TWY: b) Operative limitations of TWY and Apron TWY:

- TWY A chiusa - TWY A closed

- TWY B chiusa - TWY B closed

- TWY T chiusa parzialmente tra TWY C (esclusa)
e TWY B (compresa)

- TWY T partially closed between TWY C
(excluded) and TWY B (included)

c) Cartografia AIP c) AIP charts:

- Aerodrome Chart ICAO RWY 04/22 (28 FEB
2019 - A1/19): sospendere e sostituire con
Aerodrome Chart ICAO RWY 04/22 ‐ FASE 1
(5/107)

- Aerodrome Chart ICAO RWY 04/22 (28 FEB
2019 - A1/19): suspend and substitute with
Aerodrome Chart ICAO RWY 04/22 ‐ PHASE
1 (5/107)

- Hot Spot Map (6 DEC 2018 - A11/18):
sospendere e sostituire con Hot Spot Map -
FASE 1 (7/107)

- Hot Spot Map (6 DEC 2018 - A11/18): suspend
and substitute with Hot Spot Map - PHASE 1
(7/107)

- Low Visibility Procedures Chart (6 DEC 2018 -
A11/18): sospendere e sostituire con Low
Visibility Procedures
Chart - FASE 1 (9/107)

- Low Visibility Procedures Chart (6 DEC 2018 -
A11/18): suspend and substitute with Low
Visibility Procedures
Chart - PHASE 1 (9/107)

- AOC tipo A ICAO - RWY 04/22 (7 JUL 2016 - 7/
16): sospendere e sostituire con AOC tipo A
ICAO - RWY 04/22 - FASE 1 (11/107)

- AOC tipo A ICAO - RWY 04/22 (datata 7 JUL
2016 - 7/16): suspend and substitute with AOC
tipo A ICAO - RWY 04/22 - PHASE 1 (11/
107)

- PATC RWY 04 (7 JUL 2016 - 7/16): sospendere - PATC RWY 04 (7 JUL 2016 - 7/16): to be
suspended

- AOC - tipo  B ICAO - PX 4/2: sospendere e
sostituire con AOC tipo B ICAO ‐ PX 4/2 ‐
FASE 1

- AOC - tipo  B ICAO - PX 4/2: suspend and
substitute with AOC tipo B ICAO ‐ PX 4/2 ‐
PHASE 1
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- ILS RWY 04 (1 MAR 2018 - A1/18): sospendere
e sostituire con LOC RWY 04 - FASE 1 (13/
107)

- ILS RWY 04 (1 MAR 2018 - A1/18): suspend and
substitute with LOC RWY 04 - PHASE 1 (13/
107)

- RNAV (GNSS) RWY 04 (1 MAR 2018 - A1/18):
sospendere e sostituire con RNAV (GNSS)
RWY 04 - FASE 1 (15/107)

- RNAV (GNSS) RWY 04 (1 MAR 2018 - A1/18):
suspend and substitute with RNAV (GNSS)
RWY 04 - PHASE 1 (15/107)

- VOR RWY 04 (22 JUN 2017 - A5/17):
sospendere e sostituire con VOR RWY 04 -
FASE 1 (19/107)

- VOR RWY 04 (22 JUN 2017 - A5/17): suspend
and substitute with VOR RWY 04 - PHASE 1
(19/107)

- ICP e SID RWY 22 (11 OCT 2018 - A9/18):
sospendere e sostituire con ICP e SID RWY 22
- FASE 1 (21/107)

- ICP e SID RWY 22 (11 OCT 2018 - A9/18):
suspend and substitute with ICP e SID RWY
22 - PHASE 1 (21/107)

FASE 2 PHASE 2

a) Limitazioni operative RWY 04/22: a)  Operative limitations RWY 04/22:

- pista strumentale non di precisione - non precision instrument RWY 

- pista chiusa dalle 00.00 alle 06.00 LMT - RWY closed from 00.00 to 06.00 LMT

b) Cartografia AIP: b) AIP charts:

- Aerodrome Chart ICAO RWY 04/22 (28 FEB
2019 - A1/19): sospendere e sostituire con
Aerodrome Chart ICAO RWY 04/22 ‐ FASE 2
(25/107)

- Aerodrome Chart ICAO RWY 04/22 (28 FEB
2019 - A1/19): suspend and substitute with
Aerodrome Chart ICAO RWY 04/22 ‐ PHASE
2 (25/107)

- Hot Spot Map (6 DEC 2018 - A11/18):
sospendere e sostituire con Hot Spot Map -
FASE 2 (27/107)

- Hot Spot Map (6 DEC 2018 - A11/18): suspend
and substitute with Hot Spot Map - PHASE 2
(27/107)

- Low Visibility Procedures Chart (6 DEC 2018 -
A11/18): sospendere e sostituire con Low
Visibility Procedures
Chart - FASE 2 (29/107)

- Low Visibility Procedures Chart (6 DEC 2018 -
A11/18): suspend and substitute with Low
Visibility Procedures
Chart - PHASE 2 (29/107)

- AOC tipo A ICAO - RWY 04/22 (7 JUL 2016 - 7/
16): sospendere e sostituire con AOC tipo A
ICAO ‐ RWY 04/22 - FASE 2 (31/107)

- AOC tipo A ICAO - RWY 04/22 (7 JUL 2016 - 7/
16): suspend and substitute with AOC tipo A
ICAO ‐ RWY 04/22 - PHASE 2 (31/107)

- PATC RWY 04 (7 JUL 2016 - 7/16): sospendere - PATC RWY 04 (7 JUL 2016 - 7/16): to be
suspended

- AOC - tipo  B ICAO - PX 4/2: sospendere e
sostituire con AOC tipo B ICAO ‐ PX 4/2 ‐
FASE 2

- AOC - tipo  B ICAO - PX 4/2: suspend and
substitute with AOC tipo B ICAO ‐ PX 4/2 ‐
PHASE 2

- ILS RWY 04 (1 MAR 2018 - A1/18): sospendere - ILS RWY 04 (1 MAR 2018 - A1/18): to be
suspended 

- RNAV (GNSS) RWY 04 (1 MAR 2018 - A1/18):
sospendere e sostituire con RNAV (GNSS)
RWY 04 - FASE 2 (33/107)

- RNAV (GNSS) RWY 04 (1 MAR 2018 - A1/18):
suspend and substitute with RNAV (GNSS)
RWY 04 - PHASE 2 (33/107)

- VOR RWY 04 (22 JUN 2017 - A5/17):
sospendere e sostituire con VOR RWY 04 -
FASE 2 (37/107)

- VOR RWY 04 (22 JUN 2017 - A5/17): suspend
and substitute with VOR RWY 04 - PHASE 2
(37/107)

FASE 3 PHASE 3

a) Limitazioni operative RWY04/22: a) Operative limitations RWY 04/22:

- pista strumentale non di precisione - non precision instrument RWY

- pista chiusa dalle 00.00 alle 06.00 LMT - RWY closed from 00.00 to 06.00 LMT

- riduzione della STRIP - reduction of STRIP  

- riduzione della CWY RWY 04 - reduction of CWY RWY 04 

- nuova posizione THR RWY 22 - new position THR RWY 22   

- distanze dichiarate temporanee per RWY 04/22;
INT TAKE OFF Y, F e C non disponibili

- temporary declared distances for RWY 04/22;
INT TAKE OFF Y, F and C not available

- AD ELEV 237FT - AD ELEV 237FT

b) Limitazioni operative delle TWY e delle Apron TWY: b) Operative limitations of TWY and Apron TWY:

- TWY Y chiusa - TWY Y closed

- TWY K chiusa - TWY K closed

- TWY T chiusa parzialmente tra TWY F
(compresa) e TWY E (esclusa)

- TWY T partially closed between TWY F (included)
and TWY E (excluded)

- TWY F chiusa - TWY F closed

c) Cartografia AIP: c) AIP charts:

- Aerodrome Chart ICAO RWY 04/22 (28 FEB
2019 - A1/19): sospendere e sostituire con
Aerodrome Chart ICAO RWY 04/22 ‐ FASE 3
(39/107)

- Aerodrome Chart ICAO RWY 04/22 (28 FEB
2019 - A1/19): suspend and substitute with
Aerodrome Chart ICAO RWY 04/22 ‐ PHASE
3 (39/107)

- Hot Spot Map (6 DEC 2018 - A11/18):
sospendere e sostituire con Hot Spot Map -
FASE 3 (41/107)

- Hot Spot Map (6 DEC 2018 - A11/18): suspend
and substitute with Hot Spot Map - PHASE 3
(41/107)
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- Low Visibility Procedures Chart (6 DEC 2018 -
A11/18): sospendere e sostituire con Low
Visibility Procedures
Chart - FASE 3 (43/107)

- Low Visibility Procedures Chart (6 DEC 2018 -
A11/18): suspend and substitute with Low
Visibility Procedures
Chart - PHASE 3 (43/107)

- Aircraft Parking and Docking Chart ICAO (25
MAY 2017 - A4/17): sospendere e sostituire con
Aircraft Parking and Docking Chart ICAO -
FASE 3 (45/107)

- Aircraft Parking and Docking Chart ICAO (25
MAY 2017 - A4/17): suspend and substitute
with Aircraft Parking and Docking Chart
ICAO - PHASE 3 (45/107)

- AOC tipo A ICAO - RWY 04/22 (7 JUL 2016 - 7/
16): sospendere e sostituire con AOC tipo A
ICAO ‐ RWY 04/22 - FASE 3 (47/107)

- AOC tipo A ICAO - RWY 04/22 (7 JUL 2016 - 7/
16): suspend and substitute with AOC tipo A
ICAO ‐ RWY 04/22 - PHASE 3 (47/107)

- PATC RWY 04 (7 JUL 2016 - 7/16): sospendere - PATC RWY 04 (7 JUL 2016 - 7/16): to be
suspended

- AOC - tipo  B ICAO - PX 4/2: sospendere e
sostituire con AOC tipo B ICAO ‐ PX 4/2 ‐
FASE 3

- AOC - tipo  B ICAO - PX 4/2: suspend and
substitute with AOC tipo B ICAO ‐ PX 4/2 ‐
PHASE 3

- ILS RWY 04 (1 MAR 2018 - A1/18): sospendere - ILS RWY 04 (1 MAR 2018 - A1/18): to be
suspended 

- RNAV (GNSS) RWY 04 (1 MAR 2018 - A1/18):
sospendere e sostituire con RNAV (GNSS)
RWY 04 - FASE 3 (49/107)

- RNAV (GNSS) RWY 04 (1 MAR 2018 - A1/18):
suspend and substitute with RNAV (GNSS)
RWY 04 - PHASE 3 (49/107)

- VOR RWY 04 (22 JUN 2017 - A5/17):
sospendere e sostituire con VOR RWY 04 -
FASE 3 (53/107)

- VOR RWY 04 (22 JUN 2017 - A5/17): suspend
and substitute with VOR RWY 04 - PHASE 3
(53/107)

- SID RNAV 1 RWY 04 (11 OCT 2018 - A9/18):
sospendere e sostituire con SID RNAV 1 RWY
04 - FASE 3 (55/107)

- SID RNAV 1 RWY 04 (11 OCT 2018 - A9/18):
suspend and substitute with SID RNAV 1 RWY
04 - PHASE 3 (55/107)

- ICP e SID RWY 04 (22 JUN 2017 - A5/17):
sospendere e sostituire con ICP e SID RWY 04
- FASE 3 (61/107)

- ICP e SID RWY 04 (22 JUN 2017 - A5/17):
suspend and substitute with ICP e SID RWY
04 - PHASE 3 (61/107)

-

FASE 4 PHASE 4

a) Limitazioni operative RWY 04/22: a)  Operative limitations RWY 04/22:

- pista strumentale non di precisione - non precision instrument RWY 

- pista chiusa dalle 00.00 alle 06.00 LMT - RWY closed from 00.00 to 06.00 LMT

b) Cartografia AIP: b) AIP charts:

- Aerodrome Chart ICAO RWY 04/22 (28 FEB 2019
- A1/19): sospendere e sostituire con
Aerodrome Chart ICAO RWY 04/22 ‐ FASE 4
(65/107)

- Aerodrome Chart ICAO RWY 04/22 (28 FEB 2019
- A1/19): suspend and substitute with
Aerodrome Chart ICAO RWY 04/22 ‐ PHASE
4 (65/107)

- Hot Spot Map (6 DEC 2018 - A11/18):
sospendere e sostituire con Hot Spot Map -
FASE 4 (67/107)

- Hot Spot Map (6 DEC 2018 - A11/18): suspend
and substitute with Hot Spot Map - PHASE 4
(67/107)

- Low Visibility Procedures Chart (6 DEC 2018 -
A11/18): sospendere e sostituire con Low
Visibility Procedures
Chart - FASE 4 (69/107)

- Low Visibility Procedures Chart (6 DEC 2018 -
A11/18): suspend and substitute with Low
Visibility Procedures
Chart - PHASE 4 (69/107)

- AOC tipo A ICAO ‐ RWY 04/22 (7 JUL 2016 - 7/
16): sospendere e sostituire con AOC tipo A
ICAO ‐ RWY 04/22 - FASE 4 (71/107)

- AOC tipo A ICAO ‐ RWY 04/22 (7 JUL 2016 - 7/
16): suspend and substitute with AOC tipo A
ICAO ‐ RWY 04/22 - PHASE 4 (71/107)

- PATC RWY 04 (7 JUL 2016 - 7/16): sospendere - PATC RWY 04 (7 JUL 2016 - 7/16): to be
suspended

- AOC ‐ tipo  B ICAO ‐ PX 4/2: sospendere e
sostituire con AOC tipo B ICAO ‐ PX 4/2 ‐
FASE 4

- AOC ‐ tipo  B ICAO ‐ PX 4/2: suspend and
substitute with AOC tipo B ICAO ‐ PX 4/2 ‐
PHASE 4

- ILS RWY 04 (1 MAR 2018 - A1/18): sospendere - ILS RWY 04 (1 MAR 2018 - A1/18): to be
suspended 

- RNAV (GNSS) RWY 04 (1 MAR 2018 - A1/18):
sospendere e sostituire con RNAV (GNSS)
RWY 04 - FASE 4 (73/107)

- RNAV (GNSS) RWY 04 (1 MAR 2018 - A1/18):
suspend and substitute with RNAV (GNSS)
RWY 04 - PHASE 4 (73/107)

- VOR RWY 04 (22 JUN 2017 - A5/17):
sospendere e sostituire con VOR RWY 04 -
FASE 4 (77/107)

- VOR RWY 04 (22 JUN 2017 - A5/17): suspend
and substitute with VOR RWY 04 - PHASE 4
(77/107)

FASE 5 PHASE 5

a) Limitazioni operative RWY 04/22: a)  Operative limitations RWY 04/22:

- pista strumentale non di precisione - non precision instrument RWY 

- pista chiusa dalle 00.00 alle 06.00 LMT - RWY closed from 00.00 to 06.00 LMT

b) Cartografia AIP: b) AIP charts:

- Aerodrome Chart ICAO RWY 04/22 (28 FEB 2019
- A1/19): sospendere e sostituire con
Aerodrome Chart ICAO RWY 04/22 ‐ FASE 5
(79/107)

- Aerodrome Chart ICAO RWY 04/22 (28 FEB 2019
- A1/19): suspend and substitute with
Aerodrome Chart ICAO RWY 04/22 ‐ PHASE
5 (79/107)
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- Hot Spot Map (6 DEC 2018 - A11/18):
sospendere e sostituire con Hot Spot Map -
FASE 5 (81/107)

- Hot Spot Map (6 DEC 2018 - A11/18): suspend
and substitute with Hot Spot Map - PHASE 5
(81/107)

- Low Visibility Procedures Chart (6 DEC 2018 -
A11/18): sospendere e sostituire con Low
Visibility Procedures
Chart - FASE 5 (83/107)

- Low Visibility Procedures Chart (6 DEC 2018 -
A11/18): suspend and substitute with Low
Visibility Procedures
Chart - PHASE 5 (83/107)

- AOC tipo A ICAO - RWY 04/22 (7 JUL 2016 - 7/
16): sospendere e sostituire con AOC tipo A
ICAO ‐ RWY 04/22 - FASE 5 (85/107)

- AOC tipo A ICAO - RWY 04/22 (7 JUL 2016 - 7/
16): suspend and substitute with AOC tipo A
ICAO ‐ RWY 04/22 - PHASE 5 (85/107)

- PATC RWY 04 (7 JUL 2016 - 7/16): sospendere - PATC RWY 04 (7 JUL 2016 - 7/16): sospendere

- AOC - tipo  B ICAO - PX 4/2: sospendere e
sostituire con AOC tipo B ICAO ‐ PX 4/2 ‐
FASE 5

- AOC - tipo  B ICAO - PX 4/2: suspend and
substitute with AOC tipo B ICAO ‐ PX 4/2 ‐
PHASE 5

- ILS RWY 04 (1 MAR 2018 - A1/18): sospendere - ILS RWY 04 (1 MAR 2018 - A1/18): sospendere 

- RNAV (GNSS) RWY 04 (1 MAR 2018 - A1/18):
sospendere e sostituire con RNAV (GNSS)
RWY 04 - FASE 5 (87/107)

- RNAV (GNSS) RWY 04 (1 MAR 2018 - A1/18):
suspend and substitute with RNAV (GNSS)
RWY 04 - PHASE 5 (87/107)

- VOR RWY 04 (22 JUN 2017 - A5/17):
sospendere e sostituire con VOR RWY 04 -
FASE 5 (91/107)

- VOR RWY 04 (22 JUN 2017 - A5/17): suspend
and substitute with VOR RWY 04 - PHASE 5
(91/107)

FASE 6 PHASE 5

a) Limitazioni operative RWY 04/22: a)  Operative limitations RWY 04/22:

- RWY 04 strumentale di precisione CAT I - RWY 04 precision instrument CAT I

- nuovo ILS/DME IVRN:

LOC IVRN 
FREQ 111.750 MHz
45°24’27.8” N 010°54’21.7” E
DME  IVRN
CH 54Y
45°23'26.2"N  010°52'42.0"E
ELEV ANTENNA 78 M AMSL
Copertura Operativa Nominale 
25NM/10000FT
GP
FREQ 333.350 MHz
45°23'25.6"N  010°52'42.2"E

- new ILS/DME IVRN:

LOC IVRN 
FREQ 111.750 MHz
45°24’27.8” N 010°54’21.7” E
DME  IVRN
CH 54Y
45°23'26.2"N  010°52'42.0"E
ELEV ANTENNA 78 M AMSL
Designated Operational Coverage 
25NM/10000FT
GP
FREQ 333.350 MHz
45°23'25.6"N  010°52'42.2"E

- pista chiusa dalle 00.00 alle 06.00 LMT - RWY closed from 00.00 to 06.00 LMT

b) Cartografia AIP: b) AIP charts:

- Aerodrome Chart ICAO RWY 04/22 (28 FEB 2019
- A1/19): sospendere e sostituire con
Aerodrome Chart ICAO RWY 04/22 ‐ FASE 6
(93/107)

- Aerodrome Chart ICAO RWY 04/22 (28 FEB 2019
- A1/19): suspend and substitute with
Aerodrome Chart ICAO RWY 04/22 ‐ PHASE
6 (93/107)

- Hot Spot Map (6 DEC 2018 - A11/18):
sospendere e sostituire con Hot Spot Map -
FASE 6 (95/107)

- Hot Spot Map (6 DEC 2018 - A11/18): suspend
and substitute with Hot Spot Map - PHASE 6
(95/107)

- Low Visibility Procedures Chart (6 DEC 2018 -
A11/18): sospendere e sostituire con Low
Visibility Procedures
Chart - FASE 6 (97/107)

- Low Visibility Procedures Chart (6 DEC 2018 -
A11/18): suspend and substitute with Low
Visibility Procedures
Chart - PHASE 6 (97/107)

- AOC tipo A ICAO - RWY 04/22 (7 JUL 2016 - 7/
16): sospendere e sostituire con AOC tipo A
ICAO ‐ RWY 04/22 - FASE 6 (99/107)

- AOC tipo A ICAO - RWY 04/22 (7 JUL 2016 - 7/
16): suspend and substitute with AOC tipo A
ICAO ‐ RWY 04/22 - PHASE 6 (99/107)

- PATC RWY 04 (7 JUL 2016 - 7/16): sospendere - PATC RWY 04 (7 JUL 2016 - 7/16): to be
suspended

- AOC - tipo  B ICAO - PX 4/2: sospendere e
sostituire con AOC tipo B ICAO ‐ PX 4/2 ‐
FASE 6

- AOC - tipo  B ICAO - PX 4/2: suspend and
substitute with AOC tipo B ICAO ‐ PX 4/2 ‐
PHASE 6

- ILS RWY 04 (1 MAR 2018 - A1/18): sospendere
e sostituire con ILS RWY 04 - FASE 6 (101/
107)

- ILS RWY 04 (1 MAR 2018 - A1/18): suspend and
substitute with ILS RWY 04 - PHASE 6 (101/
107)

- RNAV (GNSS) RWY 04 (1 MAR 2018 - A1/18):
sospendere e sostituire con RNAV (GNSS)
RWY 04 - FASE 6 (103/107)

- RNAV (GNSS) RWY 04 (1 MAR 2018 - A1/18):
suspend and substitute with RNAV (GNSS)
RWY 04 - PHASE 6 (103/107)

- VOR RWY 04 (22 JUN 2017 - A5/17):
sospendere e sostituire con VOR RWY 04 -
FASE 6 (107/107)

- VOR RWY 04 (22 JUN 2017 - A5/17): suspend
and substitute with VOR RWY 04 - PHASE 6
(107/107)













14/107  AIP – Italia 
 

 
AIP SUP effective from 18 MAR 2019 until 18 MAY 2019 EST (S2/19) ENAV – Roma 

 
 

RNAV TRANSITION TO LOC APPROACH via ABLID 
 

Path 
Terminator 

Waypoint 
identifier 

Flyover 
Course/Track 

°M (°T) 
Turn 

Direction 

Altitude 
Constraint 

(ft)

Speed Limit 
(kt)/Bank 

Angle

Recommended 
Navaid 

Bearing/ 
Range from 

Navaid

Distance from 
THR (NM) 

Navigation 
Performance 

IF ABLID - - - +5000 (1) 210 - - 21.2 RNAV 1

TF GIVAT - 
044 

(045.1)
- +4000 (1) 200 - - 16.2 RNAV 1 

TF ERMOB - 
044 

(045.9)
- +3000 - - - 12.2 RNAV 1 

 
RNAV TRANSITION TO LOC APPROACH via BOLVO 

 

Path 
Terminator 

Waypoint 
identifier  

Flyover 
Course/Track 

°M (°T) 
Turn 

Direction 

Altitude 
Constraint 

(ft)

Speed Limit 
(kt)/Bank 

Angle

Recommended 
Navaid 

Bearing/ 
Range from 

Navaid

Distance from 
THR (NM) 

Navigation 
Performance 

IF BOLVO - - - +5000 (1) 210 - - - RNAV 1

TF GIVAT - 
314 

(315.9)
- +4000 (1) 200 - - 16.2 RNAV 1 

TF ERMOB - 
044 

(045.9)
- +3000 - - - 12.2 RNAV 1 

 
RNAV TRANSITION TO LOC APPROACH via RIVEV 

 

Path 
Terminator 

Waypoint 
identifier  

Flyover 
Course/Track 

°M (°T) 
Turn 

Direction 

Altitude 
Constraint 

(ft)

Speed Limit 
(kt)/Bank 

Angle

Recommended 
Navaid 

Bearing/ 
Range from 

Navaid

Distance from 
THR (NM) 

Navigation 
Performance 

IF RIVEV - - - +5000 (1) 210 - - - RNAV 1

TF GIVAT - 
134 

(135.7)
- +4000 (1) 200 - - 16.2 RNAV 1 

TF ERMOB - 
044 

(045.9)
- +3000 - - - 12.2 RNAV 1 

 
 
REMARKS 
 
(1) 3000 FT ATC Discretion 
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RNAV (GNSS) RWY04 – Instrument Approach Procedure via ABLID 
 

Path 
Terminator 

Waypoint 
identifier 

Flyover 
Course/Track 

°M (°T) 
Turn 

Direction 

Altitude 
Constraint 

(ft)

Speed Limit 
(kt)/Bank 

Angle

Recommended 
Navaid 

Bearing/ 
Range from 

Navaid

Distance from 
THR (NM) 

Remarks 

IF ABLID - - - +5000 (4) -210 - - 21.5 - 

TF GIVAT - 
044 

(045.1) 
- +4000 (4) -200 - - 16.5 - 

TF ERMOB - 
044 

(045.9) 
- +3000 - - - 12.5 - 

TF PEVIK - 
044 

(045.6) 
- @3000 -180 - - 8.8 - 

TF THR 04 Y 
044 

(045.6) 
- - - - - - MAPt (1) 

TF PX701 Y 
044 

(045.7) 
- +1000 -200 - - - - 

VI - - 
200 

(202.0) 
R - - - - - - 

CF UNKAV - 
161 

(163.1) 
- +3000 -185 - - - - 

HM UNKAV Y 
161 

(163.1) 
R +3000 -185 - - - - 

 
RNAV (GNSS) RWY04 – Instrument Approach Procedure via BOLVO 

 

Path 
Terminator 

Waypoint 
identifier  

Flyover 
Course/Track 

°M (°T) 
Turn 

Direction 

Altitude 
Constraint 

(ft)

Speed Limit 
(kt)/Bank 

Angle

Recommended 
Navaid 

Bearing/ 
Range from 

Navaid

Distance from 
THR (NM) 

Remarks 

IF BOLVO - - - +5000 (4) -210 - - - - 

TF GIVAT - 
314 

(315.9) 
- +4000 (4) -200 - - 16.5 - 

TF ERMOB - 
044 

(045.9) 
- +3000 - - - 12.5 - 

TF PEVIK - 
044 

(045.6) 
- @3000 -180 - - 8.8 - 

TF THR 04 Y 
044 

(045.6) 
- - - - - - MAPt (1) 

TF PX701 Y 
044 

(045.7) 
- +1000 -200 - - - - 

VI - - 
200 

(202.0) 
R - - - - - - 

CF UNKAV - 
161 

(163.1) 
- +3000 -185 - - - - 

HM UNKAV Y 
161 

(163.1) 
R +3000 -185 - - - - 

 
RNAV (GNSS) RWY04 – Instrument Approach Procedure via RIVEV 

 

Path 
Terminator 

Waypoint 
identifier  

Flyover 
Course/Track 

°M (°T) 
Turn 

Direction 

Altitude 
Constraint 

(ft)

Speed Limit 
(kt)/Bank 

Angle

Recommended 
Navaid 

Bearing/ 
Range from 

Navaid

Distance from 
THR (NM) 

Remarks 

IF RIVEV - - - +5000 (4) -210 - - - - 

TF GIVAT - 
134 

(135.7) 
- +4000 (4) -200 - - 16.5 - 

TF ERMOB - 
044 

(045.9) 
- +3000 - - - 12.5 - 

TF PEVIK - 
044 

(045.6) 
- @3000 -180 - - 8.8 - 

TF THR 04 Y 
044 

(045.6) 
- - - - - - MAPt (1) 

TF PX701 Y 
044 

(045.7) 
- +1000 -200 - - - - 

VI - - 
200 

(202.0) 
R - - - - - - 

CF UNKAV - 
161 

(163.1) 
- +3000 -185 - - - - 

HM UNKAV Y 
161 

(163.1) 
R +3000 -185 - - - - 

 
Missed Approach Holding RNAV UNKAV 
 

Path 
Terminator 

Waypoint 
identifier 

Inbound 
Course 
°M(°T) 

Leg Distance 
(NM) 
(2) 

Timing(min.)/ 
Waypoint 
Distance 

(NM) 
(3) 

Turn 
Direction 

Minimum 
Altitude 

(FT) 

Maximum 
Altitude 

(FL) 

Speed 
Limit 
(kt) 

Magnetic 
Variation 

(°) 

Navigation  
Performance 

HM UNKAV 161 (163) 3.0 - / 3.9 R 3000 - 185 2.0 RNAV 1 

 



AIP – Italia  17/107 
 

 
ENAV – Roma  AIP SUP effective from 18 MAR 2019 until 18 MAY 2019 EST (S2/19) 

 
REMARKS 
 
(1) For LNAV only  
(2) RNAV system with holding functionality 
(3) RNAV system without holding functionality 
(4) 3000 FT ATC Discretion 

 
 
 
 
 
 
 

Waypoints Table formatted according ARINC 424 standards 
 

Waypoint Latitude Longitude
PX701 N45253229 E010555556

 
 
 



Intenzionalmente bianca

Intentionally left blank







AIP – Italia  23/107 
 

 
ENAV - Roma  AIP SUP effective from 18 MAR 2019 until 18 MAY 2019 EST (S2/19) 

 
INITIAL CLIMB PROCEDURES RWY22 – PHASE 1

 
After take-off proceed runway heading and passing 800 ft turn right (not before DER 22) on track 245° until 6.5 NM VIL TACAN, to be 
crossed at 2000 ft or above, then turn left/right to join the assigned SID. 
 
Minimum climb gradient: 400 ft/NM (6.5%) until passing FL 85 due to obstacles and ATC reasons.
   

REMARKS
a) All turns after take-off shall be performed according to the following parameters: 

- IAS MAX 250 kt and bank angle 20°, or 
- rate of turn 1.3°/sec 

b) Initial climb gradients do not take into account “close-in” obstacles lower than 60 m (200 ft), MOC included, above DER 
elevation. 

 
 

  

SID DESCRIPTION – PHASE 1
Initial climb procedure executed: 
 
ADOSA 5N 
Turn left on TR 067° until joining RDL 114 VIL VOR (TR114°) until RDL114/12 NM VIL VORTAC, then turn left on TR 332° bound to 
ADOSA. 
 

MCA/MCL: RDL114/12 NM VIL VORTAC: 6000 FT; ADOSA (1)  
(1) FL 140 or FL160 according to the next route segment

 
ADOSA 5P 

Path 
Terminator 

Waypoint 
Name 

Fly- 
Over 

Track 
°Mag 

Turn 
Direction 

Altitude 
Constraint 

Speed 
Limit 
(IAS)

Recommended 
Navaid 

Bearing/ 
Range to 
Navaid 

Navigation 
Performance 

FA DER22  - - +800 - - - RNAV 1 

CF PX509 Y 245° - +2000 250 VIL VORTAC 
RDL 

233/D7 
RNAV 1 

DF PX503 - - L - - - - RNAV 1 

 
TF 

PX501 Y 114° - +6000 250 VIL VORTAC RDL114/D12 RNAV 1 

DF ADOSA - - L (1) - - - RNAV 1 

 
(1) FL 140 or FL160 according to the next route segment
 
BOA 5N (ATC discretion) 
Turn left on TR 090°, then crossing RDL 141 VIL VOR (RDL 346 BOA VOR) turn right until joining RDL 349 BOA VOR (TR 169°) bound 
to BOA VOR/DME. 

MCA: INT TR 090°/RDL 141 VIL VOR (RDL 346 BOA VOR) 5500 FT 
 
COD 5N (ATC discretion) 
Turn right to joining RDL 113 BEG VOR (TR 293°) until 30NM BEG DME, then turn left on TR 248° to joining QDR 068° COD L. 
 

MCA/MCL: RDL113/30 NM BEG VOR/DME: 6000 FT; COD: FL 90 
 
KOPER 5N 
Turn left on TR 067° until joining RDL 114 VIL VOR bound to KOPER. 
 

MCA/MCL: RDL114/12 NM VIL VORTAC: 5000 FT; KOPER FL 90 
 
LEGLO 5N 
Turn right until joining RDL 113 BEG VOR bound to LEGLO.
 

MCA/MCL: RDL113/30 NM BEG VOR DME: 6000 FT; LEGLO FL 110 



24/107  AIP – Italia 
 

 
AIP SUP effective from 18 MAR 2019 until 18 MAY 2019 EST (S2/19)                   ENAV - Roma 

LUMAV 5N 
Turn left on TR 090° until joining RDL 138 VIL VOR bound to LUMAV.
 

MCA/MCL: INT TR 090°/RDL 141 VIL VOR, 5500 FT; LUMAV, FL 110 
 
OSBUL 5N 
Turn left on TR 185° until joining RDL 215 VIL VOR (TR 215°) bound to OSBUL.

MCL: OSBUL FL 90
 
VABOK 5N (ATC discretion) 
Turn left on TR 067° to join RDL 114 VIL VOR (TR114°) until RDL114/12 NM VIL VORTAC, then turn left on TR 106° bound to VABOK.

 
MCL: VABOK FL 110

 
 

Waypoints table formatted according ARINC 424 standards
 

Waypoint Latitude Longitude

DER22 N45232536 E010525083 

PX501 N45191367 E011094171 

PX503 N45200947 E011065943 

PX509 N45204582 E010465071 

 

 













34/107  AIP – Italia 
 

 
AIP SUP effective from 18 MAR 2019 until 18 MAY 2019 EST (S2/19) ENAV – Roma 

RNAV (GNSS) RWY04 – Instrument Approach Procedure via ABLID 
 

Path 
Terminator 

Waypoint 
identifier 

Flyover 
Course/Track 

°M (°T) 
Turn 

Direction 

Altitude 
Constraint 

(ft)

Speed Limit 
(kt)/Bank 

Angle

Recommended 
Navaid 

Bearing/ 
Range from 

Navaid

Distance from 
THR (NM) 

Remarks 

IF ABLID - - - +5000 (4) 210 - - 21.2 - 

TF GIVAT - 
044 

(045.1) 
- +4000 (4) 200 - - 16.2 - 

TF ERMOB - 
044 

(045.9) 
- +3000 - - - 12.2 - 

TF PEVIK - 
044 

(045.6) 
- @3000 180 - - 8.5 - 

TF THR 04 Y 
044 

(045.6) 
- - - - - - MAPt (1) 

TF PX701 Y 
044 

(045.7) 
- +1000 200 - - - - 

VI - - 
200 

(202.0) 
- - - - - - - 

CF UNKAV - 
161 

(163.1) 
- +3000 -185 - - - - 

HM UNKAV Y 
161 

(163.1) 
R +3000 -185 - - - - 

 
RNAV (GNSS) RWY04 – Instrument Approach Procedure via BOLVO 

 

Path 
Terminator 

Waypoint 
identifier  

Flyover 
Course/Track 

°M (°T) 
Turn 

Direction 

Altitude 
Constraint 

(ft)

Speed Limit 
(kt)/Bank 

Angle

Recommended 
Navaid 

Bearing/ 
Range from 

Navaid

Distance from 
THR (NM) 

Remarks 

IF BOLVO - - - +5000 (4) 210 - - - - 

TF GIVAT - 
314 

(315.9) 
- +4000 (4) 200 - - 16.2 - 

TF ERMOB - 
044 

(045.9) 
- +3000 - - - 12.2 - 

TF PEVIK - 
044 

(045.6) 
- @3000 180 - - 8.5 - 

TF THR 04 Y 
044 

(045.6) 
- - - - - - MAPt (1) 

TF PX701 Y 
044 

(045.7) 
- +1000 200 - - - - 

VI - - 
200 

(202.0) 
- - - - - - - 

CF UNKAV - 
161 

(163.1) 
- +3000 -185 - - - - 

HM UNKAV Y 
161 

(163.1) 
R +3000 -185 - - - - 

 
RNAV (GNSS) RWY04 – Instrument Approach Procedure via RIVEV 

 

Path 
Terminator 

Waypoint 
identifier  

Flyover 
Course/Track 

°M (°T) 
Turn 

Direction 

Altitude 
Constraint 

(ft)

Speed Limit 
(kt)/Bank 

Angle

Recommended 
Navaid 

Bearing/ 
Range from 

Navaid

Distance from 
THR (NM) 

Remarks 

IF RIVEV - - - +5000 (4) 210 - - - - 

TF GIVAT - 
134 

(135.7) 
- +4000 (4) 200 - - 16.2 - 

TF ERMOB - 
044 

(045.9) 
- +3000 - - - 12.2 - 

TF PEVIK - 
044 

(045.6) 
- @3000 180 - - 8.5 - 

TF THR 04 Y 
044 

(045.6) 
- - - - - - MAPt (1) 

TF PX701 Y 
044 

(045.7) 
- +1000 200 - - - - 

VI - - 
200 

(202.0) 
- - - - - - - 

CF UNKAV - 
161 

(163.1) 
- +3000 -185 - - - - 

HM UNKAV Y 
161 

(163.1) 
R +3000 -185 - - - - 

 
Missed Approach Holding RNAV UNKAV 
 

Path 
Terminator 

Waypoint 
identifier 

Inbound 
Course 
°M(°T) 

Leg Distance 
(NM) 
(2) 

Timing(min.)/ 
Waypoint 
Distance 

(NM) 
(3) 

Turn 
Direction 

Minimum 
Altitude 

(FT) 

Maximum 
Altitude 

(FL) 

Speed 
Limit 
(kt) 

Magnetic 
Variation 

(°) 

Navigation  
Performance 

HM UNKAV 161 (163) 3.0 - / 3.9 R 3000 - 185 2.0 RNAV 1 

 



AIP – Italia  35/107 
 

 
ENAV – Roma  AIP SUP effective from 18 MAR 2019 until 18 MAY 2019 EST (S2/19) 

 
REMARKS 
 
(1) For LNAV only  
(2) RNAV system with holding functionality 
(3) RNAV system without holding functionality 
(4) 3000 FT ATC Discretion 

 
 
 
 
 
 
 

Waypoints Table formatted according ARINC 424 standards 
 

Waypoint Latitude Longitude
PX701 N45253229 E010555556

 
 
 



Intenzionalmente bianca

Intentionally left blank

















50/107  AIP – Italia 
 

 
AIP SUP effective from 18 MAR 2019 until 18 MAY 2019 EST (S2/19) ENAV – Roma 

RNAV (GNSS) RWY04 – Instrument Approach Procedure via ABLID 
 

Path 
Terminator 

Waypoint 
identifier 

Flyover 
Course/Track 

°M (°T) 
Turn 

Direction 

Altitude 
Constraint 

(ft)

Speed Limit 
(kt)/Bank 

Angle

Recommended 
Navaid 

Bearing/ 
Range from 

Navaid

Distance from 
THR (NM) 

Remarks 

IF ABLID - - - +5000 (4) 210 - - 21.2 - 

TF GIVAT - 
044 

(045.1) 
- +4000 (4) 200 - - 16.2 - 

TF ERMOB - 
044 

(045.9) 
- +3000 - - - 12.2 - 

TF PEVIK - 
044 

(045.6) 
- @3000 180 - - 8.5 - 

TF THR 04 Y 
044 

(045.6) 
- - - - - - MAPt (1) 

TF PX701 Y 
044 

(045.7) 
- +1000 200 - - - - 

VI - - 
200 

(202.0) 
- - - - - - - 

CF UNKAV - 
161 

(163.1) 
- +3000 -185 - - - - 

HM UNKAV Y 
161 

(163.1) 
R +3000 -185 - - - - 

 
RNAV (GNSS) RWY04 – Instrument Approach Procedure via BOLVO 

 

Path 
Terminator 

Waypoint 
identifier  

Flyover 
Course/Track 

°M (°T) 
Turn 

Direction 

Altitude 
Constraint 

(ft)

Speed Limit 
(kt)/Bank 

Angle

Recommended 
Navaid 

Bearing/ 
Range from 

Navaid

Distance from 
THR (NM) 

Remarks 

IF BOLVO - - - +5000 (4) 210 - - - - 

TF GIVAT - 
314 

(315.9) 
- +4000 (4) 200 - - 16.2 - 

TF ERMOB - 
044 

(045.9) 
- +3000 - - - 12.2 - 

TF PEVIK - 
044 

(045.6) 
- @3000 180 - - 8.5 - 

TF THR 04 Y 
044 

(045.6) 
- - - - - - MAPt (1) 

TF PX701 Y 
044 

(045.7) 
- +1000 200 - - - - 

VI - - 
200 

(202.0) 
- - - - - - - 

CF UNKAV - 
161 

(163.1) 
- +3000 -185 - - - - 

HM UNKAV Y 
161 

(163.1) 
R +3000 -185 - - - - 

 
RNAV (GNSS) RWY04 – Instrument Approach Procedure via RIVEV 

 

Path 
Terminator 

Waypoint 
identifier  

Flyover 
Course/Track 

°M (°T) 
Turn 

Direction 

Altitude 
Constraint 

(ft)

Speed Limit 
(kt)/Bank 

Angle

Recommended 
Navaid 

Bearing/ 
Range from 

Navaid

Distance from 
THR (NM) 

Remarks 

IF RIVEV - - - +5000 (4) 210 - - - - 

TF GIVAT - 
134 

(135.7) 
- +4000 (4) 200 - - 16.2 - 

TF ERMOB - 
044 

(045.9) 
- +3000 - - - 12.2 - 

TF PEVIK - 
044 

(045.6) 
- @3000 180 - - 8.5 - 

TF THR 04 Y 
044 

(045.6) 
- - - - - - MAPt (1) 

TF PX701 Y 
044 

(045.7) 
- +1000 200 - - - - 

VI - - 
200 

(202.0) 
- - - - - - - 

CF UNKAV - 
161 

(163.1) 
- +3000 -185 - - - - 

HM UNKAV Y 
161 

(163.1) 
R +3000 -185 - - - - 

 
Missed Approach Holding RNAV UNKAV 
 

Path 
Terminator 

Waypoint 
identifier 

Inbound 
Course 
°M(°T) 

Leg Distance 
(NM) 
(2) 

Timing(min.)/ 
Waypoint 
Distance 

(NM) 
(3) 

Turn 
Direction 

Minimum 
Altitude 

(FT) 

Maximum 
Altitude 

(FL) 

Speed 
Limit 
(kt) 

Magnetic 
Variation 

(°) 

Navigation  
Performance 

HM UNKAV 161 (163) 3.0 - / 3.9 R 3000 - 185 2.0 RNAV 1 

 



AIP – Italia  51/107 
 

 
ENAV – Roma  AIP SUP effective from 18 MAR 2019 until 18 MAY 2019 EST (S2/19) 

 
REMARKS 
 
(1) For LNAV only  
(2) RNAV system with holding functionality 
(3) RNAV system without holding functionality 
(4) 3000 FT ATC Discretion 

 
 
 
 
 
 
 

Waypoints Table formatted according ARINC 424 standards 
 

Waypoint Latitude Longitude
PX701 N45253229 E010555556

 
 
 



Intenzionalmente bianca

Intentionally left blank







AIP – Italia   57/107 
 

 
ENAV - Roma   AIP SUP effective from 18 MAR 2019 until 18 MAY 2019 EST (S2/19) 

VERONA/Villafranca 
SID RNAV 1 RWY 04 

 
INITIAL CLIMB PROCEDURES RWY 04 – PHASE 3 

 
After take–off proceed runway heading and passing 1000 ft turn right (not before DER 04) to join the assigned SID. 
 
Minimum climb gradient 600 ft/NM (9.8%) till passing 1000 FT then: 

a)     if proceeding via SID ADOSA 5Q: 395 ft/NM (6.5%) 
b)     if proceeding via SID BOA 5Q, COD 5Q, KOPER 5Q, LEGLO 5Q, LUMAV 5Q and OSBUL 5Q: 304 ft/NM (5.0%) until passing 

FL 85 due to obstacles and ATC reasons; 
c)     if proceeding via SID VABOK 5Q: 547 ft/NM (9.0%). 

   
REMARKS 

 
a) Adjust take-off climb rate in order to cross THR 22 at 65 ft above THR elevation. 
 
b) All turns after take-off shall be performed according to the following parameters: 

- IAS MAX 250 kt and bank angle 20°, or 
- rate of turn 1.3°/sec 

c) Initial climb gradients do not take into account “close-in” obstacles lower than 60 m (200 ft), MOC included, above DER 
elevation. 

 
 

SID DESCRIPTION – PHASE 3 
 

Initial climb procedure executed: 
   
ADOSA 5Q 
 

Path 
Terminator 

Waypoint 
Name 

Fly-
Over 

Track 
°Mag 

Turn 
Direction 

Altitude 
Constraint 

Speed 
Limit 
(IAS) 

Recommended 
Navaid 

Bearing/ 
Range to 
Navaid 

Navigation 
Performance 

FA DER04 - 044° - +1000 250 - - RNAV 1 

CF PX501 Y 114°  +6000 250 VIL VORTAC RDL114/D12 RNAV 1 

DF ADOSA - - L (1) - - - RNAV 1 
 

 
(1) FL 140 or FL160 according to the next route segment 
 
BOA 5Q (ATC discretion) 
 

Path 
Terminator 

Waypoint 
Name 

Fly-
Over 

Track 
°Mag 

Turn 
Direction 

Altitude 
Constraint 

Speed 
Limit 
(IAS) 

Recommended 
Navaid 

Bearing/ 
Range to 
Navaid 

Navigation 
Performance 

FA DER04 - 044° - +1000 250 - - RNAV 1 

CF PX501 - 114° - +6000 250 VIL VORTAC RDL114/D12 RNAV 1 

TF BOA - 171° - - - - - RNAV 1 
 



58/107  AIP – Italia 
 

 
AIP SUP effective from 18 MAR 2019 until 18 MAY 2019 EST (S2/19) ENAV - Roma 

COD 5Q (ATC discretion) 
 

Path 
Terminator 

Waypoint 
Name 

Fly-
Over 

Track 
°Mag 

Turn 
Direction 

Altitude 
Constraint 

Speed 
Limit 
(IAS) 

Recommended 
Navaid 

Bearing/ 
Range to 
Navaid 

Navigation 
Performance 

FA DER04 - 044° - +1000 250 - - RNAV 1 

DF PX522 - - R +4000 250 - - RNAV 1 

TF PX511 - 244° - +5500 - - - RNAV 1 

TF PX512 - 222° - +FL90 - - - RNAV 1 

TF COD - 284° - +FL90 - - - RNAV 1 
 

 
KOPER 5Q 

 

Path 
Terminator 

Waypoint 
Name 

Fly-
Over 

Track 
°Mag 

Turn 
Direction 

Altitude 
Constraint 

Speed 
Limit 
(IAS) 

Recommended 
Navaid 

Bearing/ 
Range to 
Navaid 

Navigation 
Performance 

FA DER04 - 044° - +1000 250 - - RNAV 1 

CF PX501 - 114° - +5000 250 VIL VORTAC RDL114/D12 RNAV 1 

TF KOPER - 114° - +FL90 - - - RNAV 1 

 
LEGLO 5Q 
 

Path 
Terminator 

Waypoint 
Name 

Fly-
Over 

Track 
°Mag 

Turn 
Direction 

Altitude 
Constraint 

Speed 
Limit 
(IAS) 

Recommended 
Navaid 

Bearing/ 
Range to 
Navaid 

Navigation 
Performance 

FA DER04 - 044° - +1000 250 - - RNAV 1 

DF PX522 - - R +4000 250 - - RNAV 1 

TF PX511 - 244° - +5500 - - - RNAV 1 

TF PX512 - 222° - +FL90 - - - RNAV 1 

TF LEGLO - 318° R +FL110 - - - RNAV 1 

 
LUMAV 5Q 
 

Path 
Terminator 

Waypoint 
Name 

Fly-
Over 

Track 
°Mag 

Turn 
Direction 

Altitude 
Constraint 

Speed 
Limit 
(IAS) 

Recommended 
Navaid 

Bearing/ 
Range to 
Navaid 

Navigation 
Performance 

FA DER04 - 044° - +1000 250 - - RNAV 1 

CF PX501 - 114° - +6000 250 VIL VORTAC RDL114/D12 RNAV 1 

TF LUMAV - 145° - +FL110 - - - RNAV 1 
 

 



AIP – Italia   59/107 
 

 
ENAV - Roma   AIP SUP effective from 18 MAR 2019 until 18 MAY 2019 EST (S2/19) 

OSBUL 5Q 
 

Path 
Terminator 

Waypoint 
Name 

Fly-
Over 

Track 
°Mag 

Turn 
Direction 

Altitude 
Constraint 

Speed 
Limit 
(IAS)

Recommended 
Navaid 

Bearing/ 
Range to 
Navaid 

Navigation 
Performance 

FA DER04 - 044° - +1000 250 - - RNAV 1 

DF PX522 - - R +4000 250 - - RNAV 1 

TF PX511 - 244° - +5500 - - - RNAV 1 

TF PX512 - 222° - +FL90 - - - RNAV 1 

TF OSBUL - 215° - +FL90 - - - RNAV 1 
 

 
VABOK 5Q (ATC Discretion) 
 

Path 
Terminator 

Waypoint 
Name 

Fly-
Over 

Track 
°Mag 

Turn 
Direction 

Altitude 
Constraint 

Speed 
Limit 
(IAS)

Recommended 
Navaid 

Bearing/ 
Range to 
Navaid 

Navigation 
Performance 

FA DER04 - 044° - +1000 250 - - RNAV 1 

CF PX501 - 114° - +5000 250 VIL VORTAC RDL114/D12 RNAV 1 

TF VABOK - 106° - +FL110 - - - RNAV 1 
 

 
Waypoints table formatted according ARINC 424 standards 

 
Waypoint Latitude Longitude

DER04 N45240742 E010535200 

PX501 N45191367 E011094171 

PX511 N45143904 E010482196 

PX512 N45015454 E010305491 

PX522 N45193819 E011041365 
 

 
 
 
 

 
 



Intenzionalmente bianca

Intentionally left blank





AIP – Italia  63/107 
  

 
ENAV - Roma  AIP SUP effective from 18 MAR 2019 until 18 MAY 2019 EST (S2/19) 

 
INITIAL CLIMB PROCEDURES RWY 04 – PHASE 3

 
After take–off proceed runway heading and passing 1000 ft turn right (not before DER 04) to join the assigned SID. 
 
 
Minimum climb gradient 600 ft/NM (9.8%) till passing 1000 FT then: 
 

a)    if proceeding via SID ADOSA 5R: 395 ft/NM (6.5%) 
b)    if proceeding via SID BOA 5R, COD 5R, KOPER 5R, LEGLO 5R, LUMAV 5R and OSBUL 5R: 304 ft/NM (5.0%) until passing 

FL 85 due to obstacles and ATC reasons; 
c)    if proceeding via SID VABOK 5R: 547 ft/NM (9.0%).

   

REMARKS 

a) Adjust take-off climb rate in order to cross THR 22 at 65 ft above THR elevation. 
 
b) All turns after take-off shall be performed according to the following parameters: 

- IAS MAX 250 kt and bank angle 20°, or 
- rate of turn 1.3°/sec 

c) Initial climb gradients do not take into account “close-in” obstacles lower than 60 m (200 ft), MOC included, above DER 
elevation. 

 
 

SID DESCRIPTION – PHASE 3
Initial climb procedure executed: 
 
ADOSA 5R 
Proceed on TR 154° until joining RDL 114 VIL VOR (TR 114°) until 12 NM VIL TACAN, then turn left on TR 332° bound to ADOSA.

MCA/MCL: RDL114/12 NM VIL VORTAC: 6000 FT; ADOSA (1)
 
(1) FL 140 o/or FL160 according to the next route segment 
 
BOA 5R (ATC discretion) 
Proceed on TR 154° until joining RDL 349 BOA VOR bound to BOA VOR.
 

MCA: RDL 349/45 NM BOA VOR/DME (or 12 NM VIL TACAN): 5500 FT 
 
COD 5R (ATC discretion) 
Proceed on TR 245° until joining RDL 113 BEG VOR (TR 293°) until 30NM BEG DME, then turn left on TR 248° to join QDR 068° COD L.

 
MCA/MCL: RDL113/30 NM BEG VOR/DME: 6000 FT; COD: FL 90

 
KOPER 5R  
Proceed on TR 154° until joining RDL 114 VIL VOR bound to KOPER.
 

MCA/MCL: RDL114/12 NM VIL VORTAC: 5000 FT; KOPER FL 90 

LEGLO 5R 
Proceed on TR 245°until joining RDL 113 BEG VOR (TR 293°) bound to LEGLO.
 

MCA/MCL: RDL113/30 NM BEG VOR/DME: 6000 FT; LEGLO FL 110 

LUMAV 5R  
Proceed on TR 172° until joining RDL 138 VIL VOR bound to LUMAV.

 
MCA/MCL: RDL138/12 NM VIL VORTAC: 5500 FT; LUMAV: FL 110 

 
OSBUL 5R 
Proceed on TR 245° until joining RDL 215 VIL VOR (TR 215°) bound to OSBUL.
 

MCA/MCL: OSBUL FL 90 
 

VABOK 5R (ATC discretion) 
Proceed on TR 154° until joining RDL 114 VIL VOR (TR 114°) until 12 NM VIL TACAN, then turn left on TR 106° bound to VABOK. 
 

MCL: VABOK FL 110
 



Intenzionalmente bianca

Intentionally left blank













74/107  AIP – Italia 
 

 
AIP SUP effective from 18 MAR 2019 until 18 MAY 2019 EST (S2/19) ENAV – Roma 

RNAV (GNSS) RWY04 – Instrument Approach Procedure via ABLID 
 

Path 
Terminator 

Waypoint 
identifier 

Flyover 
Course/Track 

°M (°T) 
Turn 

Direction 

Altitude 
Constraint 

(ft)

Speed Limit 
(kt)/Bank 

Angle

Recommended 
Navaid 

Bearing/ 
Range from 

Navaid

Distance from 
THR (NM) 

Remarks 

IF ABLID - - - +5000 (4) 210 - - 21.2 - 

TF GIVAT - 
044 

(045.1) 
- +4000 (4) 200 - - 16.2 - 

TF ERMOB - 
044 

(045.9) 
- +3000 - - - 12.2 - 

TF PEVIK - 
044 

(045.6) 
- @3000 180 - - 8.5 - 

TF THR 04 Y 
044 

(045.6) 
- - - - - - MAPt (1) 

TF PX701 Y 
044 

(045.7) 
- +1000 200 - - - - 

VI - - 
200 

(202.0) 
- - - - - - - 

CF UNKAV - 
161 

(163.1) 
- +3000 -185 - - - - 

HM UNKAV Y 
161 

(163.1) 
R +3000 -185 - - - - 

 
RNAV (GNSS) RWY04 – Instrument Approach Procedure via BOLVO 

 

Path 
Terminator 

Waypoint 
identifier  

Flyover 
Course/Track 

°M (°T) 
Turn 

Direction 

Altitude 
Constraint 

(ft)

Speed Limit 
(kt)/Bank 

Angle

Recommended 
Navaid 

Bearing/ 
Range from 

Navaid

Distance from 
THR (NM) 

Remarks 

IF BOLVO - - - +5000 (4) 210 - - - - 

TF GIVAT - 
314 

(315.9) 
- +4000 (4) 200 - - 16.2 - 

TF ERMOB - 
044 

(045.9) 
- +3000 - - - 12.2 - 

TF PEVIK - 
044 

(045.6) 
- @3000 180 - - 8.5 - 

TF THR 04 Y 
044 

(045.6) 
- - - - - - MAPt (1) 

TF PX701 Y 
044 

(045.7) 
- +1000 200 - - - - 

VI - - 
200 

(202.0) 
- - - - - - - 

CF UNKAV - 
161 

(163.1) 
- +3000 -185 - - - - 

HM UNKAV Y 
161 

(163.1) 
R +3000 -185 - - - - 

 
RNAV (GNSS) RWY04 – Instrument Approach Procedure via RIVEV 

 

Path 
Terminator 

Waypoint 
identifier  

Flyover 
Course/Track 

°M (°T) 
Turn 

Direction 

Altitude 
Constraint 

(ft)

Speed Limit 
(kt)/Bank 

Angle

Recommended 
Navaid 

Bearing/ 
Range from 

Navaid

Distance from 
THR (NM) 

Remarks 

IF RIVEV - - - +5000 (4) 210 - - - - 

TF GIVAT - 
134 

(135.7) 
- +4000 (4) 200 - - 16.2 - 

TF ERMOB - 
044 

(045.9) 
- +3000 - - - 12.2 - 

TF PEVIK - 
044 

(045.6) 
- @3000 180 - - 8.5 - 

TF THR 04 Y 
044 

(045.6) 
- - - - - - MAPt (1) 

TF PX701 Y 
044 

(045.7) 
- +1000 200 - - - - 

VI - - 
200 

(202.0) 
- - - - - - - 

CF UNKAV - 
161 

(163.1) 
- +3000 -185 - - - - 

HM UNKAV Y 
161 

(163.1) 
R +3000 -185 - - - - 

 
Missed Approach Holding RNAV UNKAV 
 

Path 
Terminator 

Waypoint 
identifier 

Inbound 
Course 
°M(°T) 

Leg Distance 
(NM) 
(2) 

Timing(min.)/ 
Waypoint 
Distance 

(NM) 
(3) 

Turn 
Direction 

Minimum 
Altitude 

(FT) 

Maximum 
Altitude 

(FL) 

Speed 
Limit 
(kt) 

Magnetic 
Variation 

(°) 

Navigation  
Performance 

HM UNKAV 161 (163) 3.0 - / 3.9 R 3000 - 185 2.0 RNAV 1 

 



AIP – Italia  75/107 
 

 
ENAV – Roma  AIP SUP effective from 18 MAR 2019 until 18 MAY 2019 EST (S2/19) 

 
REMARKS 
 
(1) For LNAV only  
(2) RNAV system with holding functionality 
(3) RNAV system without holding functionality 
(4) 3000 FT ATC Discretion 

 
 
 
 
 
 
 

Waypoints Table formatted according ARINC 424 standards 
 

Waypoint Latitude Longitude
PX701 N45253229 E010555556

 
 
 



Intenzionalmente bianca

Intentionally left blank















88/107  AIP – Italia 
 

 
AIP SUP effective from 18 MAR 2019 until 18 MAY 2019 EST (S2/19) ENAV – Roma 

RNAV (GNSS) RWY04 – Instrument Approach Procedure via ABLID 
 

Path 
Terminator 

Waypoint 
identifier 

Flyover 
Course/Track 

°M (°T) 
Turn 

Direction 

Altitude 
Constraint 

(ft)

Speed Limit 
(kt)/Bank 

Angle

Recommended 
Navaid 

Bearing/ 
Range from 

Navaid

Distance from 
THR (NM) 

Remarks 

IF ABLID - - - +5000 (4) 210 - - 21.2 - 

TF GIVAT - 
044 

(045.1) 
- +4000 (4) 200 - - 16.2 - 

TF ERMOB - 
044 

(045.9) 
- +3000 - - - 12.2 - 

TF PEVIK - 
044 

(045.6) 
- @3000 180 - - 8.5 - 

TF THR 04 Y 
044 

(045.6) 
- - - - - - MAPt (1) 

TF PX701 Y 
044 

(045.7) 
- +1000 200 - - - - 

VI - - 
200 

(202.0) 
- - - - - - - 

CF UNKAV - 
161 

(163.1) 
- +3000 -185 - - - - 

HM UNKAV Y 
161 

(163.1) 
R +3000 -185 - - - - 

 
RNAV (GNSS) RWY04 – Instrument Approach Procedure via BOLVO 

 

Path 
Terminator 

Waypoint 
identifier  

Flyover 
Course/Track 

°M (°T) 
Turn 

Direction 

Altitude 
Constraint 

(ft)

Speed Limit 
(kt)/Bank 

Angle

Recommended 
Navaid 

Bearing/ 
Range from 

Navaid

Distance from 
THR (NM) 

Remarks 

IF BOLVO - - - +5000 (4) 210 - - - - 

TF GIVAT - 
314 

(315.9) 
- +4000 (4) 200 - - 16.2 - 

TF ERMOB - 
044 

(045.9) 
- +3000 - - - 12.2 - 

TF PEVIK - 
044 

(045.6) 
- @3000 180 - - 8.5 - 

TF THR 04 Y 
044 

(045.6) 
- - - - - - MAPt (1) 

TF PX701 Y 
044 

(045.7) 
- +1000 200 - - - - 

VI - - 
200 

(202.0) 
- - - - - - - 

CF UNKAV - 
161 

(163.1) 
- +3000 -185 - - - - 

HM UNKAV Y 
161 

(163.1) 
R +3000 -185 - - - - 

 
RNAV (GNSS) RWY04 – Instrument Approach Procedure via RIVEV 

 

Path 
Terminator 

Waypoint 
identifier  

Flyover 
Course/Track 

°M (°T) 
Turn 

Direction 

Altitude 
Constraint 

(ft)

Speed Limit 
(kt)/Bank 

Angle

Recommended 
Navaid 

Bearing/ 
Range from 

Navaid

Distance from 
THR (NM) 

Remarks 

IF RIVEV - - - +5000 (4) 210 - - - - 

TF GIVAT - 
134 

(135.7) 
- +4000 (4) 200 - - 16.2 - 

TF ERMOB - 
044 

(045.9) 
- +3000 - - - 12.2 - 

TF PEVIK - 
044 

(045.6) 
- @3000 180 - - 8.5 - 

TF THR 04 Y 
044 

(045.6) 
- - - - - - MAPt (1) 

TF PX701 Y 
044 

(045.7) 
- +1000 200 - - - - 

VI - - 
200 

(202.0) 
- - - - - - - 

CF UNKAV - 
161 

(163.1) 
- +3000 -185 - - - - 

HM UNKAV Y 
161 

(163.1) 
R +3000 -185 - - - - 

 
Missed Approach Holding RNAV UNKAV 
 

Path 
Terminator 

Waypoint 
identifier 

Inbound 
Course 
°M(°T) 

Leg Distance 
(NM) 
(2) 

Timing(min.)/ 
Waypoint 
Distance 

(NM) 
(3) 

Turn 
Direction 

Minimum 
Altitude 

(FT) 

Maximum 
Altitude 

(FL) 

Speed 
Limit 
(kt) 

Magnetic 
Variation 

(°) 

Navigation  
Performance 

HM UNKAV 161 (163) 3.0 - / 3.9 R 3000 - 185 2.0 RNAV 1 



AIP – Italia  89/107 
 

 
ENAV – Roma  AIP SUP effective from 18 MAR 2019 until 18 MAY 2019 EST (S2/19) 

 
 
REMARKS 
 
(1) For LNAV only  
(2) RNAV system with holding functionality 
(3) RNAV system without holding functionality 
(4) 3000 FT ATC Discretion 

 
 
 
 
 
 
 

Waypoints Table formatted according ARINC 424 standards 
 

Waypoint Latitude Longitude
PX701 N45253229 E010555556

 
 
 



Intenzionalmente bianca
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102/107  AIP – Italia 
 

 
AIP SUP effective from 18 MAR 2019 until 18 MAY 2019 EST (S2/19) ENAV – Roma 

 RNAV TRANSITION TO ILS APPROACH via ABLID 
 

Path 
Terminator 

Waypoint 
identifier 

Flyover 
Course/Track 

°M (°T) 
Turn 

Direction 

Altitude 
Constraint 

(ft)

Speed Limit 
(kt)/Bank 

Angle

Recommended 
Navaid 

Bearing/ 
Range from 

Navaid

Distance from 
THR (NM) 

Navigation 
Performance 

IF ABLID - - - +5000 (1) 210 - - 21.2 RNAV 1

TF GIVAT - 
044 

(045.1)
- +4000 (1) 200 - - 16.2 RNAV 1 

TF ERMOB - 
044 

(045.9)
- +3000 - - - 12.2 RNAV 1 

 
RNAV TRANSITION TO ILS APPROACH via BOLVO 

 

Path 
Terminator 

Waypoint 
identifier  

Flyover 
Course/Track 

°M (°T) 
Turn 

Direction 

Altitude 
Constraint 

(ft)

Speed Limit 
(kt)/Bank 

Angle

Recommended 
Navaid 

Bearing/ 
Range from 

Navaid

Distance from 
THR (NM) 

Navigation 
Performance 

IF BOLVO - - - +5000 (1) 210 - - - RNAV 1

TF GIVAT - 
314 

(315.9)
- +4000 (1) 200 - - 16.2 RNAV 1 

TF ERMOB - 
044 

(045.9)
- +3000 - - - 12.2 RNAV 1 

 
RNAV TRANSITION TO ILS APPROACH via RIVEV 

 

Path 
Terminator 

Waypoint 
identifier  

Flyover 
Course/Track 

°M (°T) 
Turn 

Direction 

Altitude 
Constraint 

(ft)

Speed Limit 
(kt)/Bank 

Angle

Recommended 
Navaid 

Bearing/ 
Range from 

Navaid

Distance from 
THR (NM) 

Navigation 
Performance 

IF RIVEV - - - +5000 (1) 210 - - - RNAV 1

TF GIVAT - 
134 

(135.7)
- +4000 (1) 200 - - 16.2 RNAV 1 

TF ERMOB - 
044 

(045.9)
- +3000 - - - 12.2 RNAV 1 

 
 
REMARKS 
 
(1) 3000 FT ATC Discretion 





104/107  AIP – Italia 
 

 
AIP SUP effective from 18 MAR 2019 until 18 MAY 2019 EST (S2/19) ENAV – Roma 

RNAV (GNSS) RWY04 – Instrument Approach Procedure via ABLID 
 

Path 
Terminator 

Waypoint 
identifier 

Flyover 
Course/Track 

°M (°T) 
Turn 

Direction 

Altitude 
Constraint 

(ft)

Speed Limit 
(kt)/Bank 

Angle

Recommended 
Navaid 

Bearing/ 
Range from 

Navaid

Distance from 
THR (NM) 

Remarks 

IF ABLID - - - +5000 (4) 210 - - 21.2 - 

TF GIVAT - 
044 

(045.1) 
- +4000 (4) 200 - - 16.2 - 

TF ERMOB - 
044 

(045.9) 
- +3000 - - - 12.2 - 

TF PEVIK - 
044 

(045.6) 
- @3000 180 - - 8.5 - 

TF THR 04 Y 
044 

(045.6) 
- - - - - - MAPt (1) 

TF PX701 Y 
044 

(045.7) 
- +1000 200 - - - - 

VI - - 
200 

(202.0) 
- - - - - - - 

CF UNKAV - 
161 

(163.1) 
- +3000 -185 - - - - 

HM UNKAV Y 
161 

(163.1) 
R +3000 -185 - - - - 

 
RNAV (GNSS) RWY04 – Instrument Approach Procedure via BOLVO 

 

Path 
Terminator 

Waypoint 
identifier  

Flyover 
Course/Track 

°M (°T) 
Turn 

Direction 

Altitude 
Constraint 

(ft)

Speed Limit 
(kt)/Bank 

Angle

Recommended 
Navaid 

Bearing/ 
Range from 

Navaid

Distance from 
THR (NM) 

Remarks 

IF BOLVO - - - +5000 (4) 210 - - - - 

TF GIVAT - 
314 

(315.9) 
- +4000 (4) 200 - - 16.2 - 

TF ERMOB - 
044 

(045.9) 
- +3000 - - - 12.2 - 

TF PEVIK - 
044 

(045.6) 
- @3000 180 - - 8.5 - 

TF THR 04 Y 
044 

(045.6) 
- - - - - - MAPt (1) 

TF PX701 Y 
044 

(045.7) 
- +1000 200 - - - - 

VI - - 
200 

(202.0) 
- - - - - - - 

CF UNKAV - 
161 

(163.1) 
- +3000 -185 - - - - 

HM UNKAV Y 
161 

(163.1) 
R +3000 -185 - - - - 

 
RNAV (GNSS) RWY04 – Instrument Approach Procedure via RIVEV 

 

Path 
Terminator 

Waypoint 
identifier  

Flyover 
Course/Track 

°M (°T) 
Turn 

Direction 

Altitude 
Constraint 

(ft)

Speed Limit 
(kt)/Bank 

Angle

Recommended 
Navaid 

Bearing/ 
Range from 

Navaid

Distance from 
THR (NM) 

Remarks 

IF RIVEV - - - +5000 (4) 210 - - - - 

TF GIVAT - 
134 

(135.7) 
- +4000 (4) 200 - - 16.2 - 

TF ERMOB - 
044 

(045.9) 
- +3000 - - - 12.2 - 

TF PEVIK - 
044 

(045.6) 
- @3000 180 - - 8.5 - 

TF THR 04 Y 
044 

(045.6) 
- - - - - - MAPt (1) 

TF PX701 Y 
044 

(045.7) 
- +1000 200 - - - - 

VI - - 
200 

(202.0) 
- - - - - - - 

CF UNKAV - 
161 

(163.1) 
- +3000 -185 - - - - 

HM UNKAV Y 
161 

(163.1) 
R +3000 -185 - - - - 

 
Missed Approach Holding RNAV UNKAV 
 

Path 
Terminator 

Waypoint 
identifier 

Inbound 
Course 
°M(°T) 

Leg Distance 
(NM) 
(2) 

Timing(min.)/ 
Waypoint 
Distance 

(NM) 
(3) 

Turn 
Direction 

Minimum 
Altitude 

(FT) 

Maximum 
Altitude 

(FL) 

Speed 
Limit 
(kt) 

Magnetic 
Variation 

(°) 

Navigation  
Performance 

HM UNKAV 161 (163) 3.0 - / 3.9 R 3000 - 185 2.0 RNAV 1 



AIP – Italia  105/107 
 

 
ENAV – Roma  AIP SUP effective from 18 MAR 2019 until 18 MAY 2019 EST (S2/19) 

 
REMARKS 
 
(1) For LNAV only  
(2) RNAV system with holding functionality 
(3) RNAV system without holding functionality 
(4) 3000 FT ATC Discretion 

 
 
 
 
 
 
 

Waypoints Table formatted according ARINC 424 standards 
 

Waypoint Latitude Longitude
PX701 N45253229 E010555556
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